FIRETREX® ILP

(INDIRECT LOW PRESSURE)

Technical
room

Applications Cabinet Ritchen Machine

N The FIRETREX® indirect low-pressure automatic fire extinguishing system is a solution combining detection and
extinguishing.

N [t is simple, autonomous, with no electrical connection, no electronics, easy and quick to install.
FIRETREX® guarantees the prevention of your work tool.
- FIRETREX®Indirect low pressure system consists of a flexible multi-layer polymer tube, a tank of extinguishing agent
(water or powder) and an extinguishing pipe system.

- When a rise in temperature or the appearance of a flame occurs, the tube bursts and activates the indirect valve which
channels the extinguishing agent towards a diffusion ramp. In a few seconds, the fire is brought under control.
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ANPI—@ Certified according to NTN 113 of the ANPI
for industrial fryer fires.

CAPACITY ITEM N°
T'* ABC/BC/D Powder

“r FIRETREX 6kg ABC Indirect Valve A011251

FIRETREX 9kg ABC Indirect Valve A001014

FIRETREX 9kg D Indirect Valve A017376

FIRETREX 9kg BC Indirect Valve AQ017378

FIRETREX 6L EPA Indirect Valve A01253

FIRETREX 9L EPA Indirect Valve A001015

FIRETREX 9L EPA with anti-freeze valve Indirect A018401

ABF Fluorine free Water + Ecological additive

FIRETREX 6L ABF Ecological indirect valve A020275
FIRETREX 9L ABF Ecological -20°C indirect valve A021065

Industrial fryer fires - ANPI certified
FIRETREX 6L ABF Ecological

indirect valve ANP’_@

ANPI certified for the protection of AQ17375
frying fires. Complies with NF 16282-7

ECOLOGICAL RANGE

DETECTION DISCHARGE PIPE
INFORMATIONS IMPORTANTES
w E
- ABC/BC powder: 1.5 kg/m3, > - = w 7 E 2
- Powder D: at least 3 cm thick on '5 = = w = = 3w g
: : w w o o oY (=]
the surface to be extinguished, Z — - = = o= a > wi
- Organic wat.er: 2 litres per nozzle S = ~ g S = 8 - =
for 40L of oil, o o © = = < =
- Height between fire extinguisher = o
and discharge pipe: 2m. A022156
. 2X10 m of detector tube temNe | AOlas72 | A014%69 022157 | AO243431 6024055
. A024975 A027644
maximum. A027644
3L 1 4 3 1
6L 5 8 7 2
N In case of replacement of installations prior 9L 10 10 7 4
to 2017, in order not to replace the old cabinets, 1Kg 1 2 1 - 1 1
the solution exists. Order a Firetrex 8L, code 3Kg 5 4 3 - 1 1
A024744, model not ANPI certified. 6 Kg 5 8 7 - 2 ]
9Kg 10 10 7 - 2 2

*Diameter 16 canalisation
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COLOR

BURST T°
Orange °

57°C

Red 68°C
Yellow 79°C
Green 93°C

Choose the color when ordering.
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Mechanical protection|
of the tube

;/6 "

Pressure switch integrated in
the valve*
Valve position contact*®

*Switching capacity: 24V, 0.5 A, contact
closed in standby mode

N

SPARE PARTS

N° DESIGNATION
1 Manual extinghuishing control
2 Solenoid valve
Manual Mushroom Trigger Metal housing
3 o
(indirect valve)
Safety cover for release A016627
4 End of line plug FIRETREX tube
5+6 End Cap CO2 Line, N?+ Pressure Gauge
5 End Cap CO2 Line, N? without Pressure
Gauge
6 FIRETREX pressure gauge only
2 Alarm pressure switch for all valves
(250V 4A)
Standalone 106 dB siren with built-in
8
flash
g Thermal Activator 68°C IHP/ILP
10 Mounting bracket Thermal Activator
11 Transmitter GSM/PSTN 230V 8 Ent Vocal
Digital

FIRETREX® ILP

ITEM N°

A002426
AQ014732
A016627

A016628

AO014571
A002429

A019088
A001057

A027223

A020659

A027852
A028558

A028413

Nl INSTALLATION ACCESSORIES

DESIGNATION ITEM N°

12 Equipped installation case (details p.170)
Cable gland D9
D6 wire grommet
FIRETREX pipe clamp plastic
FIRETREX metal rubber tube clamp
Clamp Alu + rubber @ 10-12 for stainless steel
springs
Colring (pack of 100)

Self-adhesive base for a colson collar

A026541
A014745
A002442
A016629
A002440

A021774

A009087
A002441

Non-contractual pictures

New waterproof
siren
Available in 2021

INSTALLATION PROTEGEE
PAR UN SYSTEME

FIRETREX:

COMMANDE MANUELLE
FIRETREX:

1- TIREZ LA GOUPILLE
2- APPUYEZ A FOND SUR LE BOUTON ROUGE

e o

DESIGNATION
Panels 150x60

Installation protected by a FIRETREX automatic
system

FIRETREX manual extinguishing control

Stainless steel tank protection cabinet

Stainless steel cabinet for 1tank 9L

Stainless steel cabinet for 2 tanks 9L

Firetrex tube and tube accessory

D’EXTINCTION AUTOMATIQUE @

ITEM N°

A021726

A021727

A020541
A014734

15 FIRETREX tube black 148 C° - per metre A014572
tp | Suiessstes prtachon sl P | sooe
Instantaneous brass fitting diameter 6 double seal sensing tube
Straight union diameter 6 A014544
) Elbow diameter 6 AO014546
& Tee equal diameter 6 A014545
g Straight 6 G 1/8" diameter A016633
& Elbow diameter 6 G1/8" A016632
Tee diameter 6 G1/8" A016631
Sleeve fitting + Sensing tube high-vibration seal
Straight union diameter 6 A027019
Elbow diameter 6 A027022
‘?_S Tee equal diameter 6 A027025
o Straight 6 G 1/8" diameter A027018
g Elbow diameter 6 G1/8" A027021
& Tee diameter 6 G1/8" A027023
End of line plug A027020
End of line 6 for pressure gauge A027024
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| FIRE-EXTINGUISHING PIPE

BRASS RANGE

N NICKEL-PLATED BRASS CONNECTION DIAMETER 10 :

FIRETREX® ILP

AUTOMATIC SUPPRESSION SYSTEMS

DESIGNATION ITEM N°
Union equals diameter 10 A014736
Union diameter 10 G4 AO014737
Tee equal diameter 10 A014738
Tee diameter 10 GV A014739
Elbow diameter 10 GV A014740
Equal elbow diameter 10 A014741

N PIPING AND SUPPORTS :

DESIGNATION

Electrogalvanized tube diameter 10 per meter epT mm

Clamp shell diam 10 steel screws
Clamp shell diam 16 steel screws
Clamp aluminium shell diam 10 steel screws
Clamp aluminium shell diam 16 with steel screws
Shell Necklace D10+D10 (PP black) & accessories Steel

ITEM N°
A024975
A017540
A017541
A023501
A023502

Consult us

STAINLESS STEEL RANGE

N STAINLESS STEEL CONNECTION DIAMETER 10 :

DESIGNATION ITEM N°

Stainless steel ring fitting with equal union @
10

Stainless steel ring fitting Te egal @ 10
Connection Equal elbow @ 10 stainless steel
Stainless steel ring fitting Male elbow @10 1/4
Stainless steel ring fitting Te @ 10 1/4
Raccord Union a Bague Inox Diam 10 1/4

A014742

A014525
A014540
A014526
A014924
A028693

N PIPING AND SUPPORTS :

DESIGNATION

Pipe diam 10 by the metre epT mm INOX

Shell Necklace D10+D10 (PP black) & stainless steel
accessories

Shell Necklace D16+D10 (PP black) & stainless steel
accessories

Shell Necklace D16 + D10 (PP black) & Accessories

ITEM N°
A014569

Consult us

Consult us

Consult us

OTHERS

N BUSES :

DESIGNATION
Brass multiple jet nozzle 130° 1/2' BSP

Stainless steel nozzle Water 40°.
Stainless steel nozzle Water 15°.
FIRETREX stainless steel water diffusion nozzle
Water diffusion nozzle 10l/min at 4 bars
Powder Diffusion Brass Nozzle 45° FIRETREX

Powder Diffuser D Powder smooth tip M diam 16
17 Ball joint (M/F 1/4") stainless steel

EPA
Brass nozzle (F3/8 ") powder and EPA
Reduction (M/F 3/8 - 1/4") ABC Powder Nozzle

40° (F 3/8") stainless steel nozzle (F 3/8") powder and

ITEM N°
A017213
A022156
A022157
AQ014115
A021747
A014999

A024113
A027916

A027644

A024343
A027983

N You will find the visuals of the spare parts and the

extinguishing pipes at p.168.

Non-contractual pictures

N FLEXIBLE :
Stainless steel hose DN 10 200mm A022061
Stainless steel hose DN 10 400mm A020595
Stainless steel hose DN 10 600mm A020596
Stainless steel hose DN 10 1000mm A020597
Stainless steel hose DN 10 1500mm A020598
Stainless steel hoseg(l)%%'l;srix FF M16x1.5 DN10 lg A022063
Stainless steel hose DN 10 3000mm A020599
Green fibre seal 13.5x8x2 for stainless steel hoses A021415
Stainless steelflexiilgohrisas ?10 smooth end Lg A019499
N SPECIFIC CONNECTION :
DESIGNATION ITEM N°
Bulkhead bulkhead adapter nozzle fitting A014528
Bulkhead bulkhead 1/4 for nozzle connection A014527
Extension M/F cylindrical 1/4-1/4 height 27mm A014743
Extension M/F cylindrical 1/4-1/4 height 43mm A014744
Réduction male femelle cylindrique 1/2-1/4 A021070
Check valve HP 1/2 A022430
Check valve HP 174 A022431
Double junction @ 10 A021069
MF BSP 1/4 45° Elbow A022428
Elbow through bulkhead @ 10 A022429
Bulkhead crosspiece nickele with ring DN10 A023496
Bulkhead rail1/2 A023498
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